
User’s manual
of lighting switches
The following instructions show additional 

components that can be installed in our mirrors. 

This is a list of all add-ons and functions. Make sure 

which functions are mounted in your mirror.

Thank you for purchasing our mirror.

We make all our products with the greatest 

attention to details. We are one of the leading 

brands that produce mirrors in Europe, so

you can be sure you get the highest 

quality product. Use your mirror

according to its absolute purpose

by following the descriptions, 

conditions and provided

information in this 

manual.



No switch
If you purchased a mirror without a switch 

integrated with the mirror, the mirror’s 
electrical installation will be ready for 

connection to your own switch mounted
on the wall.

Attention. The mirror should be
connected to the power
supply by a specialist or

an electrician.

Touch switch
A touch light switch is a device that activates mirror’s
backlighting by a touch. To turn on the light, touch its 
installation location. This is a small sandblasted circle, 
by default mounted in the center, close to the bottom
edge of a mirror. The button will light up

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC

1. As soon as the mirror is connected to the power
supply, the light switch will highlight. Touch
the switch to turn on the backlight of the mirror.

2. Touch the switch one more time to
turn off the backlight.

Specification



If you have chosen DUAL LED lighting for 
your mirror, the set also includes a special 
switch to change the color of the lighting. 

Short clicks change the color Cold / Neutral / 
Warm. Another click will turn off the mirror 

lighting.

Touch switch

with dimming function
A device that activates light by touch and 
allows you to regulate its power. To turn on 
the light, touch the place of its installation. It 
is a small, sandblasted circle, mounted in the 
center at the bottom edge of the mirror by 
default. The switch is illuminated, regardless 
of the color of the mirror illumination. Hold 
the switch to increase or decrease the 
lighting power.

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC

Touch Switch for

DUAL LED

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC

The switch is illuminated , regardless of 
the color of the mirror illumination.



Sensor switch is a device that activates
the backlight of the mirror by detected

movement.

As soon as the mirror is connected, the 
sensor switch will start working. To turn on 

the light with it, move your hand under the 
mirror from 6 to 10cm. The standard sensor 

is mounted on the right side at the bottom of 
the mirror. Another wave of your hand will 

turn off the mirror lighting

Warning. Install the mirror at a suitable 
distance from the shelf or sink (at least 

20cm). This way you will be sure that the 
sensor is working properly.

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC
Range: up to 10 cm

Front Sensor Switch
The sensor light switch is a device that 
activates the mirror illumination by means of 
detected movement.

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC
Range: up to 10 cm

As soon as the mirror is connected, the sensor 
switch will start working. To turn on the light, 
place your hand in front of the mirror at a short 
distance. Another wave of your hand will turn 
off the lighting. The standard sensor is 
mounted on the front at the bottom edge of 
the mirror.

Down
Sensor Switch



Chain switch
A chain switch is a device that
activates the backlight of the mirror 
when a chain is pulled. 

Power consumption: 0.9 W
Tightness class: IP20
Power supply: 12V DC

1. As soon as the mirror is connected to the
power supply, a chain switch will work. To
turn on the backlight of the mirror, pull
down the hanging chain.

2. Pull down the hanging chain
switch one more time to turn off
The backlight of the mirror.

Specification
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