
Operating instructions for LED backlighting 

1. Standard LED and Continuous LED (COB) 

Backlight colours available to choose from: 

• cold 
• neutral 
• warm 

As standard, the backlight is prepared for its own wall switch. 

When the backlighting in these versions is configured with one of the available switches, 
the lighting switches on by: 

• touch switch - a brief touch on the mirror surface of the illuminated switch 
switches the lighting on; 

• touch switch with dimmer - a brief touch on the surface of the mirror in the area 
of the illuminated switch switches on the lighting, touching and holding dims or 
brightens the mirror lighting, the dimmer remembers the set lighting brightness 
after switching off; 

• sensor switch (front) - moving your hand in front of the mirror surface at the 
sensor location switches on the lighting; 

• bead switch - pulling on the bead chain switches on the light 
 
 
 

2. Dual LED (CCT) 

The Dual LED version of the lighting allows the colour temperature and backlight 
brightness to be adjusted using only the integrated touch switch. 

• Short touch on the surface of the mirror at the point of the illuminated switch 
switches on the lighting, subsequent touches switch the illumination mode as 
follows 
 

OFF - cold colour - neutral colour - warm colour - OFF 
 

• Touching and holding the mirror at the illuminated switch dims or brightens the 
mirror lighting. The dimmer remembers the set lighting brightness after 
switching off; 
 
 
 
 
 
 
 



 

3. Flowing LED (FLW) 

Backlight colours available to choose from: 

• cold 
• neutral 
• warm 

The lighting in the Flowing LED version switches on dynamically. The light spreads 
smoothly from the switch around the entire mirror. The lighting in the Flowing LED version 
is integrated only with a special touch switch. 

On/off, backlight brightness adjustment: 

• A brief touch on the mirror surface at the point of the illuminated switch activates 
the lighting.  

• Touching and holding the switch while the backlight is on dims or brightens the 
backlight. 

The lighting in the Flowing LED version allows you to adjust the speed at which the 
illumination turns on and to adjust the length of the illuminated section of lighting. 
 

Lighting mode settings for the Folwing LED version: 

• Backlight speed setting (setting no. 1) 

Touch and hold the touch switch when the lighting is off (switch colour - blue) for 
approx. 3 seconds until the lighting starts to flash (switch flashes blue). 

At this point, the mirror is in the first mode of the lighting speed settings. 

Subsequent short touches of the switch regulate the speed at which the lighting 
switches on as follows 

fast mode - medium mode - slow mode - constant mode 

To save the selected settings, leave the mirror to turn off automatically. 

• Setting the length of the illuminated section (setting no. 2) 

Touch and hold the touch switch when the lighting is off (switch colour - blue) for 
approximately 6 seconds until the lighting starts to illuminate with a steady backlight 
and the switch flashes white. 

At this point, the mirror is in the second mode of the backlight range setting.  

Subsequent short touches of the switch expand the section of backlighting to be 
illuminated. Touching and holding the switch shortens this section.  

To save the selected settings, leave the mirror to turn off automatically. 


